
 

 

BULLETIN No. 1 
  
From: The Stewards        Date: 01 December 2025  
To: All Competitors Junior Max | Senior Max | DD2     Time: 10:05 hrs  

DD2 Masters 
 All Officials        Number of Pages: 7  
 
The Stewards notify those concerned of the following: 
 
1. Location of the Stewards Office 

 
 

The Stewards’ Offices are located in containers, in the back of the Grand Stand, as shown on the image below in red. 
Each Panel is located in a separate container signalized with the Panel’s number at the entrance. 

 

 
 

 
2. Official Time Schedule 
 
The detailed official time schedule is the version published on the Rotax App at any time. The current version is 
“Official Version 2 (17/11/2025)”. Any updates will be effective immediately they are published on the Rotax App. 
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3. Drivers’ Briefings 
 
Drivers’ Briefings will take place at the times shown in the official time schedule. The location for  all briefings will be 
the Small Dome. 
Competitors are reminded that their authorised representatives must also attend with the drivers. Should any scheduled 
briefings not be required, competitors and drivers will be notified accordingly. 
      
4. Technical Checks 
 
In accordance with Article 11.14.2.a of the FIA International Sporting Code, the Stewards request the Chief Scrutineer 
for the 2025 Rotax Max Challenge Grand Finals to carry out, or have carried out by scrutineers with delegated authority, 
any checks he feels necessary to verify compliance of karts entered in the Event in relation to eligibility or safety, at 
any time until the conclusion of the Event. 
 
5. Stewards Panel 
 
ln accordance with Article 11.3 of the 2025 International Sporting Code, for common matters any three of the nominated 
Stewards may officiate, with mandatory presence of one of the Chair Stewards. 
 
6. Clarification Article 17 of the RMCGF 2025 Sporting Regulations 
 
The Stewards inform all the competitors that only the designated mechanic for each kart is allowed to work on the kart. 
It is strictly forbidden to have extra personnel working on the kart in the Servicing Park. 
 
7. Amendments to the Supplementary Regulations 
 
 
Main Officials: 
Medical    Ahmed Zaki 
 
 
Article 5 – Protest and Appeals 
 
Amount of the Protest fee: 500€  
Amount of the Appeal fee set by BMF: 3000€  
Amount of the international Appeal fee (FIA): TBA by FIA 
For reasons of operational necessity, the time limit for the presentation of protests during the qualifying, qualifying 
heats and pre-finals will be amended from 30 minutes to 15 minutes. Any protest must therefore be presented in 
writing to the Clerk of the Course Chair Steward or to his deputy within 15 minutes after the posting of the results of 
the Qualifying Practice, Qualifying Heats and Pre-Finals. 
The time limit for presentation of protests during the final phase remains unchanged. That is, within 30 minutes after 
the posting of the classification of the races of the final phase.  
In accordance with Article 12.3.4 of the International Sporting Code, time penalties imposed by the Panel of 
Stewards for infringements of the regulations are not susceptible to appeal. 
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8. Transponder 
 
The driver / entrant must have his own transponder, and it is his / her responsibility to have it charged and functioning 
all the time whenever he/she will be on the track. 
The use of a transponder is mandatory from the first NQP 1. 
Transponder must be of make AMB. The versions allowed are: 

• AMB TranX 160. 

• AMB TranX 160 with battery 

• MYLAPS classic transponder. 

• MYLAPS FLEX transponder. 

• MYLAPS X2 Transponder Kart.  

• MYLAPS TR2 Transponder Kart. 
The use of the transponder is mandatory, at all times, from the first non-qualifying practice session of each driver and 
until the Final. It is the entrant / driver’s responsibility to mount the transponder in the correct position. 
The transponder must be fixed on the back of the kart seat and cannot exceed the positioning 40 cm in height from 
the ground. 
By determination of the Chief Scrutineer, under approval of Stewards, the transponder positioning may be changed 
for one or for all drivers. 
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9. Amendments to the Technical Regulations 
 
 
 

5. PERMITTED ADJUSTMENTS TO THE CHASSIS, ENGINE, CARBURETTOR AND DRIVE TRAIN OPTIONS 
 

I. 125 Junior MAX – Praga by IPKarting 
 

No. Item  Specification 

1 Carburation and gearing 
mandatory for the 1st free 

practice. 

130 Main Jet must be installed. 
Front sprocket 13, Rear sprocket 74 teeth. 

2 Carburation and gearing options 
for the 2nd free practice through to 

the Finals 

Any main jet from the kit supplied can be used. 
(125, 126, 127, 128, 129, 130, 131, 132, 133 and 134) 

Front sprocket 13 or (12 tooth, just in combination with wet tyres) 
Rear sprocket 73, 74 and 75 teeth. 

3 Spark plug type and gap NGK GR8DI. Pin gauge 1,00 mm must not fit in between the two 
electrodes. 

4 Chain length and type Only chains as supplied at the event by the manufacturer are 
legal to be used. 104 chain length. 

5 Ride height Front : All settings allowed 
Rear : All settings allowed 

6 Camber and Castor Camber : All settings allowed 
Castor : 0, 0,5, 1 & 2deg allowed. All adjustments must be made 

using the top castor pill, the bottom must remain standard as 
supplied. 

7 Ackerman settings All settings allowed 

8 Seat supports Only 1 x left and 1 right optional seat supports can be used. 

9 Seat fixing All fixing must be tightly secured. Seat plates as supplied by IPK 
must be installed between the seat and all supports. 

10 3rd Bearing Not supplied. 

11 Rear bumper It’s allowed to move vertically not horizontal. 

12 Optional parts Adjustable steering wheel hub or 1 Piece hub. Slanted additional 
plate / adjustable footrest system / Side protection kit for the seat. 

 
From the 2nd non-qualifying practice ROTAX recommends: Jet 125, needle position 4, 

0,65 mm spark plug gap and 55°C engine temperature 
 

Note: Only standard components as supplied at the event by the manufacturer for the specific category 
may be used in accordance with the RMCGF Technical Regulations 2025 and its appendices. 
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II. 125 Senior MAX – Sodikart 
 

No. Item  Specification 

1 Carburation and gearing 
mandatory for the 1st free 

practice. 

130 Main Jet must be installed. 
Front sprocket 13, Rear sprocket 76 teeth. 

 

2 Carburation and gearing options 
for the 2nd free practice through to 

the Finals 

Any main jet from the kit supplied can be used. 
(125, 126, 127, 128, 129, 130, 131, 132, 133 and 134) 

Front sprocket 13 or (12 tooth, just in combination with wet tyres) 
Rear sprocket 75, 76 or 77 teeth. 

3 Spark plug type and gap NGK GR8DI. Pin gauge 1,00 mm must not fit in between the two 
electrodes. 

4 Chain length and type Only chains as supplied at the event by the manufacturer are 
legal to be used. 104 chain length. 

5 Ride height Front : All settings allowed 
Rear : All settings allowed 

6 Camber and Castor Position free 

7 Ackerman settings Steering column : 3 positions 
Stub axle: Outside only  

8 Seat supports Additional seat supports are forbidden. 

9 Seat fixing All fixing must be tightly secured. 

10 Other notes Side pod bars must be secure tight at all times. 

11 Optional parts 2 types of peddle kit. Angled steering wheel boss. One additional 
plastic shim with an angle of 8degrees is allowed. 

 
From the 2nd non-qualifying practice ROTAX recommends: Jet 125, needle position 4, 

0,65mm spark plug gap and 55°C engine temperature 
 

Note: Only standard components as supplied at the event by the manufacturer for the specific category 
may be used in accordance with the RMCGF Technical Regulations 2025 and its appendices. 
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III. 125 MAX DD2 – Birel ART 
 

No. Item  Specification 

1 Carburation and gearing 
mandatory for the 1st free 

practice. 
 

134 Main Jet must be installed. 
Gear ratio set 36 / 61 

Please note: you will need to install the correct main jet 

2 Carburation and gearing options 
for the 2nd free practice through to 

the Finals 

Any main jet from the kit supplied can be used. 
(128, 129, 130, 131, 132, 133, 134, 135, 136, 137 & 138) 

Gear ratio sets (36 / 61), (35 / 62)  
or (34 / 63 in combination with wet tyres only) 

3 Spark plug type and gap NGK GR8DI. Pin gauge 1,00 mm must not fit in between the two 
electrodes. 

4 Ride height Front: As supplied (middle) or chassis high  
Rear: As supplied – No adjustments allowed 

5 Camber and Castor 0, 0,5, 1,5deg allowed. All adjustments are allowed.  
(only 1 pair / kit of 1.5deg castor is allowed to be used) 

6 Ackerman settings All 2 positions are allowed 

7 Seat supports Up to a maximum of 2 additional seat supports on the left and 
one right are allowed. 

8 Seat fixing Upper mountings must always be tight, the front lower supports 
can be loosed. 

9 Rear bumper It’s allowed to move vertically not horizontal. 

10 Other notes Steering column 520mm is allowed 

11 Optional parts Steering plate number 2 
 

From the 2nd non-qualifying practice ROTAX recommends: Jet 128, needle position 4, 
0,65mm spark plug gap and 55°C engine temperature 

 
Note: Only standard components as supplied at the event by the manufacturer for the specific category 
may be used in accordance with the RMCGF Technical Regulations 2025 and its appendices. 
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IV. 125 MAX DD2 Masters – Barrichello Kart 
 

No. Item  Specification 

1 Carburation and gearing 
mandatory for the 1st free 

practice. 
 

134 Main Jet must be installed. 
Gear ratio set 36 / 61 

Please note: you will need to install the correct main jet 

2 Carburation and gearing options 
for the 2nd free practice through to 

the Finals 

Any main jet from the kit supplied can be used. 
(128, 129, 130, 131, 132, 133, 134, 135, 136, 137 & 138) 

Gear ratio sets (36 / 61), (35 / 62)  
or (34 / 63 in combination with wet tyres only) 

3 Spark plug type and gap NGK GR8DI. Pin gauge 1,00 mm must not fit in between the two 
electrodes. 

4 Ride height Front: As supplied (middle) or chassis high  
Rear: As supplied – No adjustments allowed 

5 Camber and Castor 0, 0,5, 1,5deg allowed. All adjustments are allowed.  
(only 1 pair / kit of 1.5deg castor is allowed to be used) 

6 Ackerman settings All 2 positions are allowed 

7 Seat supports Up to a maximum of 2 additional seat supports on the left and 
one right are allowed. 

8 Seat fixing Upper mountings must always be tight, the front lower supports 
can be loosed. 

9 Rear bumper It’s allowed to move vertically not horizontal. 

10 Other notes Steering column 520mm is allowed 

11 Optional parts Steering plate number 2 
 

From the 2nd non-qualifying practice ROTAX recommends: Jet 128, needle position 4, 
0,65mm spark plug gap and 55°C engine temperature 

 
Note: Only standard components as supplied at the event by the manufacturer for the specific category 
may be used in accordance with the RMCGF Technical Regulations 2025 and its appendices. 

 

 
 

 

 
 

Ken POTTER (UK) João AZEVEDO (PRT) David SARRÓ (ESP) 
Chair Panel 1 Steward Steward 
  

 

Luís ROBY (PRT) Susana ARIÑO (ESP) Philip SOH (SIN) 
Chair Panel 2 Steward Steward 
 

 

Valter FERNANDES (PRT) Michel GUIGNARD (FRA) Jassim MOHAMED (BAH) 
Chair Panel 3 Steward Steward 
 
 


